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F9U Processing Form
Competitor FAMILY and First name: 

Country: 
.
FAI Sporting Licence ID Number: 

Radio control (RC) equipment
Reference of the 2.4 GHz RC equipment: 


Reference of the 2.4 GHz radio module: 


Where appropriate, reference of the 900 MHz radio module: 


Radio module power emission 100 mW max.


Video device
Video transmitter
Analog
Digital
Reference of the FPV video device
Model A






Model B






Model C






Video transmitter power emission 25 mW max.


Video output centered on the Raceband frequencies (30 MHz max. bandwidth)


For digital device, bandwidth 25 Mbps max.


In case analog camera is used, NTSC video encoding


Reference of the headset google: 

Battery pack 

4S (maximum 17 V) 

 
Reference: 



6S (maximum 25.5 V) 

 
Reference: 


Other  

 
Reference: 


LED light device

Compliance with the specifications (RGB LED light bulbs or strips)


Checking of the mandatory colours (Blue-Green-Pink-Purple-Red-Yellow)


Number of models processed (3 maximum): 


Weight (1 kg maximum including batteries and all on-board devices)

Model A:
   
Model B: 

Model C: 



Model A
Model B
Model C

Test of the fail-safe device







Identification mark (minimum 6 mm high)







Size (distance between axes less than 330 mm)







Prop size (not more than 6”)
 





Organiser marking of the model






Name of the controller: 


Signature of the controller




[image: image2.jpg]



